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SPECIFICATION 



TO ALL WHOM IT MAY CONCERN: 

BE IT KNOWN THAT 1, Kiyofumi Tsuruta, a citizen 
Japan residing al; Kawasaki -shi, Kanagawa, Japan have 
invented certain new and useful improvements in 

PRINTED MATTER PRODUCING METHOD, PRINTED MATTER 
PRODUCING APPARATUS UTILIZING SAID METHOD, AND 
COMPUTER- READABLE RECORDING MEDIUM 

of which the following is a specification : - 
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TITLE OF THE INVENTION 

PRINTED MATTER PRODUCING METHOD, PRINTED 
MATTER PRODUCING APPARATUS UTILIZING SAID METHOD, 
AND COMPUTER -READABLE RECORDING MEDIUM 

5 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention generally relates to 
methods of producing printed matter such as 

10 newspapers and magazines. More particularly, the 
present invention relates to a method of producing 
printed matter containing direct -reading materials 
including test and pictures, and related materials 
including text, sound, and images, using an 

15 information processing apparatus. Furthermore, the 
present invention relates to a method of producing 
printed matter containing the points of materials to 
which spaces on a newspaper or a magazine are not 
allocated, and positional information of an area in 

20 which the non- allocated materials are stored in 
advance . 

2. Description of the Related Art 
Printer matter normally contains direct - 

reading materials such as text and photographs in 
25 articles and advertisement, but does not include 
audio or dynamic visual information. 

In a case of a newspaper, for instance, 
the total number of pages is predetermined, and the 
amount of information placed in the newspaper is 
30 limited accordingly. As a result, many articles are 
killed during the editing. 

Because of the characteristics of printed 
matter, a printing method in which a part of the 
print is made unreadable, but can be read by a 
3 5 special device, has not been employed. 

The conventional printed matter has the 
following problems: 
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(1) Since the audio and dynamic visual information 
related to a direct-reading material is not included, 
there is a limit to information transmission to 
readers. Compared with a television medium, an 

5 advertisement has a smaller impact on readers, and a 
news report lacks a sense of reality. 

(2) In a case of newspapers having a large 
circulation and a limited type space, there are 
always articles which are not printed. The contents 

10 of such newspapers often become dull and monotonous. 

(3) For those who have difficulty in reading small 
letters, the conventional printed matter does 
sufficiently serve as an information transmitter. 

(4) Materials that can be accessed only by special 
15 members holding a password cannot be allocated in 

the conventional printed matter. 

To solve these problems, an additional 
material including text, sound, and images related 
to a direct -reading material, should be converted 

20 into secondary data in the form of codes for high- 
density display. This secondary data is then 
printed on a page in a newspaper. Also, the points 
of the contents of a non-allocated material and the 
positional information of the storage area that 

25 stores the non-allocated materials should be printed 
on the newspaper. Furthermore, a part of the 
newspaper can be made directly unreadable, so that 
only the member of some special group have access to 
the contents of that part of the newspaper through a 

30 password, for instance. 

SUMMARY OF THE INVENTION 

A general object of the present invention 
Is to provide methods of producing printed matter 
35 such as newspapers and magazines in which the above 
disadvantages are eliminated. 

A more specific object of the present 
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Invention is to provide a method of producing 
printed matter containing various types of materials, 
the contents of which have a larger impact on 
readers and maintains a sense of reality. In this 
5 method, the producing side is rarely required to 
kill the materials. 

The above objects of the present invention 
are achieved by a method of producing printed matter 
containing a direct -reading material and an 

10 additional material related to the direct-reading 

material by an information processing apparatus, the 
direct -reading material including text and pictures, 
the additional material including text, sound, and 
images related to the direct -reading material. This 

15 method comprises the steps of: 

converting primary data of the additional 
material into secondary data in the form of codes 
for high-density display; 

performing an allocating operation for the 

20 direct -reading material and the additional material 
in accordance with a type space corresponding to the 
secondary data. 

In this method, the allocating operation 
performing step may include the step of linking the 

25 direct-reading material designated by a user and the 
related additional material. 

The above objects of the present invention 
are also achieved by a method of producing printed 
matter containing various materials by an 

30 information processing apparatus. This method 
comprises the steps of: 

converting points of a non-allocated 
material designated by a user into directly readable 
printing data; 

35 converting positional information of an 

area in which the non- allocated material is 
separately stored into printing data that can be 
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read by a reading device; and 

allocating the points of the non-allocated 
material and the positional information. 

The above objects of the present invention 
5 are also achieved by the use of an apparatus that 
produces printed matter on which a direct-reading 
material including text and pictures, and a related 
additional material including text, sound, and 
images, are printed. This apparatus comprises: 
10 an encoding mechanism that converts 

primary data of the additional material into 
secondary data in the form of codes for high-density 
display; and 

a layout design mechanism that carries out 
15 an allocating operation for the direct -reading 
material and an allocating operation for the 
additional material in accordance with a type space 
corresponding to the secondary data. 

This apparatus may further comprise a 
20 linking mechanism that links the direct-reading 
material designated by a user and the related 
additional material. 

The above objects of the present invention 
are also achieved by the use of an apparatus that 
25 produces printed matter containing various types of 
information, comprising: 

an Information creating mechanism that 
converts points of a non-allocated material 
designated by a user into directly readable printing 
30 data, and also converts positional information of an 
area in which the non-allocated material is 
separated stored into printing data that can be read 
by a reading device; and 

a layout design mechanism that carries out 
35 an allocating operation for the points of the non- 
allocated material and the positional information. 

In accordance with the present invention. 



-5- 



direct-reading materials and related additional 
materials for high-density display are placed on 
pages. The additional materials are not directly 
readable, but can be read by a pen-type scanner, for 
5 instance. 

In compliance with an instruction from a 
user, the direct-reading materials are linked to the 
additional materials. 

If there is a non-allocated material, the 

10 point of the contents of the non-allocated material 
and the positional information of the storage area 
that stores the non-allocated material are printed 
on a page. The points of the contents are directly 
readable, but the positional Information cannot be 

15 directly read. 

If a user wish to know the contents of the 
non-allocated material after reading the points of 
the contents, he or she should scan the positional 
information with a pen- type scanner, for instance. 

20 The present invention also aims to provide 

a computer- readable recording medium that stores a 
program having functions of enabling a computer to 
produce printed matter which has the same effects as 
the above method and apparatus . 

25 The above and other objects and features 

of the present invention will become more apparent 
from the following description taken in conjunction 
with the accompanying drawings . 

30 BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows the entire structure of a 
printing matter producing system of the present 
invention ; 

FIG. 2 is a schematic view of a newspaper 
3 5 on which direct -reading materials and additional 
materials are placed; 

FIG. 3 shows a printing system of 
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additional materials onto a paper and a reading 
system of the additional materials from the 
newspaper; 

FIG. 4 is a schematic view of a page which 
5 shows information of non-allocated materials; 

FIG. 5 is a flowchart of an operation of 
newspaper production in accordance with the present 
invention; 

FIG. 6 shows the entire structure of a 
10 direct -reading material management database and a 
direct-reading material file; 

FIG. 7 shows the entire structure of an 
additional material management database and an 
additional material file; 
15 FIG. 8 is a flowchart of an operation of a 

linking mechanism in accordance with the present 
invention; 

FIG. 9 shows the structure of a linking 
management database; 
20 FIG. 10 shows the relationship between a 

direct-reading material and the allocated spaces of 
the related additional material; 

FIGS. IIA to IID illustrate example 
positions of allocated additional materials in 
2 5 accordance with the present invention; 

FIG. 12 is a flowchart of an operation of 
the layout design mechanism in accordance with the 
present invention; 

FIG. 13 shows an example of the initial 
30 setting of the page space management database; 

FIG. 14 is a table of criteria used in 
step S48 in the flowchart of FIG. 12; 

FIG. 15 is a flowchart of step S49 in the 
flowchart of FIG. 12; 
35 FIG. 16 shows the detailed contents of 

step S53 in the flowchart of FIG. 12; 

FIG. 17 is a flowchart of an operation of 
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the information creating mechanism for non-allocated 
materials in accordance with the present invention; 

FIG. 18 shows a non-allocated material 
management database and the content of each non- 
5 allocated material record; 

FIG. 19 shows the initial state of a 
material selecting display; 

FIG. 20 shows an inputted state of a 
material point selecting display of FIG, 19; 
10 FIG. 21 shows the initial state of a non- 

allocated material selecting display; and 

FIG. 22 is a schematic view of a computer 
system that reads a program from a computer-readable 
recording medium and executes the program. 

15 

DESCRIPTION OF THE PREFERRED EMBO DIMENTS 

The following is a description of 
embodiments of the present invention, with reference 
to the accompanying drawings. In the embodiments of 
20 the present invention, a newspaper is employed as a 
printing matter to be produced, for ease of 
explanation . 

FIG. 1 illustrates the entire structure of 
a printing matter producing system of the present 

2 5 invention. In FIG. 1, reference numeral 1 indicates 

a processor that edits direct -reading materials, 
encodes additional materials , performs a linking 
process on the direct-reading materials and the 
additional materials, allocates the direct-reading 
30 materials and the additional materials onto papers, 
and creates information for non-allocated materials. 
Reference numeral 11 indicates an edit mechanism 
that comprises an editor program for the direct- 
reading materials. Reference numeral 12 indicates 

3 5 an encoding mechanism that includes an encoding 

program for the additional materials. Reference 
numeral 13 indicates a linking mechanism that 
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includes a linking program for the direct -reading 
materials and the additional materials. Reference 
numeral 14 indicates a layout design mechanism that 
includes an allocating program for the direct- 
5 reading materials and the additional materials . 
Reference numeral 15 indicates an information 
creating mechanism that includes an information 
creating program for the non-allocated materials. 
Reference numeral 16 indicates an internal memory. 

10 Reference numeral 17 indicates a work area. 

Reference numeral 2 indicates an external storage 
device. Reference numeral 21 indicates a direct- 
reading material management database and a direct - 
reading material file (also shown in FIG. 6). 

15 Reference numeral 22 indicates an additional 

material management database and an additional 
material file (also shown in FIG. 7). Reference 
numeral 23 indicates a link management database 
(also shown in FIG. 9). Reference numeral 24 

20 indicates a paper space management database (also 

shown in FIG. 13). Reference numeral 25 indicates a 
non-allocated material management database and a 
non-allocated material file (also shown in FIG. 18). 
Reference numeral 3 indicates an input device that 

25 receives material data used in the above various 
processes and instructions from data users, and 
transfers the material data and the instructions to 
the processor 1. Reference numeral 4 indicates a 
display device that displays guidance for users, and 

30 displays the content of inputs from users or the 
results of a process performed by the processor 1. 
Reference numeral 5 indicates a printing device that 
prints the direct-reading materials and the 
additional materials. Reference numeral 6 indicates 

35 a service center that holds the detailed contents of 
non-allocated materials, only the points of which 
are placed in the newspaper. 
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FIG. 2 illustrates a paper on which 
direct -reading materials and additional materials 
are actually put. In this figure, reference numeral 
7 indicates a page of a newspaper. Reference 
5 numeral 7a indicates portions on which the direct - 
reading materials are printed. Reference numeral 7b 
indicates portions on which coded additional 
materials are printed. Reference numeral 8 
indicates a pen- type scanner. For the convenience 

10 of drafting the drawing, the coded additional 

material printed portions 7b are shaded, but the 
detailed contents of the printed portions 7b are as 
shown in FIG. 3. 

The coded additional material printed 

15 portions 7b are read by the pen-type scanner 8, and 
are subjected to decoder software. As a result, the 
contents of the coded additional materials are 
outputted in the form of pictures, photographs, text, 
and sound. 

20 The coded additional material printed 

portion 7b may be allowed only to special members 
who possess a special password. The contents of the 
coded additional material printed portions 7b may be 
completely independent of the contents of the 

25 direct-reading materials, and may be read out 
individually . 

FIG. 3 illustrates a printing system of 
the additional materials onto the paper and a 
reading system of the additional material from the 

30 paper. In this figure, reference numeral 7b 

indicates the coded additional material printed 
portions. Reference numeral 31 indicates an 
encoding unit. Reference numeral 32 indicates 
encoding rules. Reference numeral 33 indicates a 

35 decoding unit. Reference numeral 34 indicates 

decoding rules. Reference numeral 35 indicates code 
data (an information unit). Reference numeral 36 
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indicates the upper left portion of one of the coded 
additional material printed portions 7b. 

The encoding and decoding technique used 
in this embodiment is suitable for high-density 
5 display, and the details of this technique is 

disclosed in Japanese Laid-open Patent Application 
No. 6-343132. The additional material data is 
compressed prior to the encoding process, so that 
high-density printing can be carried out- 

10 The primary data of the additional 

materials is converted into the 4 -byte code data 35 
(secondary data) by the encoding unit 31 in 
conformity with the encoding rules 32. The code 
data 35 shown in FIG. 3 represents the character "C". 

15 The "1" bits in the code data 35 correspond to black, 
and the "0" bits correspond to white - 

The coded additional material printed 
portions 7b shown in FIG. 3 are the printed result 
of 18 sets of code data. The code data 35 is 

20 printed in the upper left portion 36 of the coded 

additional material printed portion 7b, that is, in 
one eighteenth of the entire area of the coded 
additional material printed portion 7b. 

The upper left portion 3 6 of the coded 

25 additional material printed portion 7b is read by a 
scanner to obtain the 4-byte code data 35. This 
code data 35 is then processed by the decoding unit 
33 in conformity with the decoding rules 34, so as 
to restore the original additional material. 

30 FIG. 4 is a schematic view of a paper that 

shows information of non-allocated materials. In 
this figure, reference numeral 7 indicates a 
newspaper, reference numeral 7c indicates the 
portions on which the points of the non-allocated 

35 materials are printed, and reference numeral 7d 

indicates code printed portions of storage addresses 
(positional information) of the service center 6 
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that stores the non-allocated materials. The code 
printed portions 7d may be constituted by two- 
dimensional bar codes. 

When a reader wishes to know the contents 
5 of the materials introduced in the printed portions 
7c, that is, when a reader wishes to obtain the 
contents of the materials stored in the service 
center 6, all he or she needs to do is to scan the 
code printed portions 7d with the pen-type scanner 8. 

10 The storage addresses of the respective 

code printed portions 7d are decoded by a material 
retrieval mechanism (not shown), and the material 
data is retrieved from the storage address area in 
the service center 6 . The retrieved material data 

15 is then displayed on a screen. 

FIG. 5 shows the entire procedure of 
newspaper production, the details of which are as 
follows . 

In step Sll, direct-reading materials, 

20 such as text, photographs, and advertisements, are 
produced by the edit mechanism 11. After that, the 
operation moves on to the next step. 

In step S12, the edit mechanism 11 stores 
the information of the produced direct -reading 

25 materials in a direct -reading material management 
database 21a (shown in FIG. 6), and the operation 
moves on to the next step. Prior to this storage, 
the type space required for printing the direct - 
reading material should be specified in advance. 

30 In step S13, it is determined whether or 

not all the direct-reading materials to be laid out 
have been produced, i.e., whether or not an 
instruction to stop the production has been issued. 
If it is determined that all the direct -reading 

35 materials to be laid out have been produced, the 
operation moves on to the next step. If it is 
determined that not all the direct-reading materials 
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to be laid out have been completed, the operation 
returns to step Sll. 

In step S14, additional materials 
(information including text, sound, and images 
5 employed for easier understanding of the direct - 

reading materials) are produced. The operation then 
moves on to the next step. In this production of 
the additional materials, the use of the edit 
mechanism 11 is left to a user's discretion. Where 
10 the edit mechanism 11 is not used, an external tool 
is employed for the production of the additional 
materials . 

In step S15, the edit mechanism 11 stores 
the information of the produced additional materials 

15 and printing code data obtained from the additional 
material information in an additional material 
management database 22a (shown in FIG. 7). The 
operation then moves on to the next step. Prior to 
this storage, the type space required for printing 

20 the additional materials should be specified. 

In step S16, the linking mechanism 13 
stores link information of a direct -reading material 
designated by a user and the additional material 
related to the designated direct -reading material in 

2 5 a link management database 2 3 (shown in FIG. 9). 
The operation then moves on to the next step. 

In step S17, the layout design mechanism 
14 allocates the designated direct -reading material 
and the related additional material onto paper, and 

30 the operation then moves on to the next step. 

In step S18, it is determined whether or 
not the layout of the direct-reading material has 
been completed, i.e., whether or not an instruction 
to stop the layout has been issued from a user. If 

35 it is determined that the layout of the direct- 
reading material has been completed, the operation 
moves on to the next step. If it is determined that 
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the layout of the designated direct-reading material 
has not been completed, the operation returns to 
step S17. 

In step S19, the information creating 
5 mechanism 15 stores a non-allocated direct-reading 
material designated by a user in the service center 
6, and also stores service material information 
including printing code data of the storage address 
(a storage address code) the points of a material 

10 produced by the user in a non-allocated material 
management database 25a (shown in FIG. 17). The 
operation then moves on to the next step. Prior to 
the storage, the type space required for printing 
the service materials (including the points of the 

15 material and the storage address code) is specified. 

In step S20, the information creating 
mechanism 15 determines whether all the service 
materials to be placed in the newspaper have been 
produced, i.e., whether an instruction to stop the 

20 production has been issued from the user. If the 
information creating mechanism 15 determines that 
all the service materials have been completed, the 
operation moves on to the next step. If the 
information creating mechanism 15 determines that 

25 not all the service materials have been completed, 
the operation returns to step S19. 

In step S21, the layout design mechanism 
14 allocates each of the service materials onto the 
paper (see FIG. 17), and the operation then moves on 

30 to the next step. Here, the user may designate the 
service materials one by one, or a layout 
determining mechanism may be employed to allocate 
the service materials in a predetermined order. 

In step S22. the printing device 5 carried 

35 out trial printing and actual printing, and the 

operation comes to an end. This printing process is 
performed on the data stored in a direct-reading 
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file 21b and an additional material file 22b 
described later. 

For a text material, the type space is 
calculated from data including character size, the 
5 number of characters, character pitch, the number of 
lines, line pitch, the number of columns, and column 
pitch. 

For a photograph or picture material or a 
printing code material, the type space is calculated 

10 from data including the number of pixels (the number 
of dots) in the transverse direction, and the output 
resolution of the printing device (the number of 
dots to be printed per inch) . Since a printing code 
material is processed as image data, the type space 

15 is determined by the number of pixels and the like. 

The user may specify the length and width 
of the type space. 

FIG. 6 shows the structure of the direct - 
reading material management database and the direct - 

20 reading material file. Each direct -reading record 
of the direct -reading material management database 
21a comprises: the material ID of a direct -reading 
material; the file name of the direct-reading 
material file 21b that stores the direct-reading 

2 5 material (both the comment on the material and the 
details of the material); the name of the writer of 
the direct-reading material; the updated date: the 
type space of the direct -reading material; the page 
number; and an information flag to indicate the 

30 direct-reading material should be placed as a 
service material in the newspaper. 

FIG. 7 shows the structure of the 
additional material management data base and the 
additional material file. Each additional material 

35 record in the additional material management 

database 22a comprises: the name of the additional 
material file 22b that stores the corresponding 
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additional material (both the comment on the 
material and the details of the material); the name 
of the writer of the additional material; the 
updated data; the type space of the additional 
5 material. 

A user can access any material file by 
referring to the management databases of FIGS. 6 and 
7 for the file name. The type space is normally 
represented by a numeric value. When the comment on 

10 the material is not printed, the type space is 

calculated only from the details of the material. 

FIG. 8 is a flowchart of the operation of 
the linking mechanism, the contents of which are as 
follows. Prior to the linking operation, the 

15 direct -reading management database 21a, the direct- 
reading material file 21b. the additional material 
management database 22a. and the additional material 
file 22b, are stored in the internal memory 16. 

In step S31, the respective comments on 

20 direct -reading materials and additional materials 

are displayed as a list on the display device 4, and 
the operation then moves on to the next step. 

In step S32, a user selects the name of an 
additional material file to be linked, and the 

25 operation then moves on to the next step. 

In step S33, the guide comments (including 
which direct -reading material is linked to the 
additional material and the scanning direction of 
the additional material) on the additional material 

30 selected by the user is stored in the work area 17. 
The operation then moves on to the next step. 

In step S34, the total space is determined 
for the additional material (the details of the 
material) to be linked, the linked direct -reading 

35 material, and the guide comments. The operation 

then moves on to the next step. This calculation is 
based on the type space of the direct -reading 
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material record and the additional material record, 
and the type space of the guide comments. The type 
space of the guide comments can be calculated in the 
same manner as described before for a text material. 
5 In step S35, the above data including the 

file name, the guide comments, and the total space 
is correlated with the material ID of the linked 
direct -reading material, and is then registered in 
the linking management database 23. The operation 

10 then moves on to the next step. 

In step S36, it is determined whether or 
not the linking operation should be stopped, i.e., 
whether or not an instruction to stop the linking 
operation has been issued from the user. If it is 

15 determined that the linking operation should be 

stopped, the operation comes to an end. If it is 
determined that the linking operation should not be 
stopped, the operation returns to step S32. 

Whether the linking operation is carried 

20 out for each additional material or a plurality (or 
all) of additional materials is left to the user's 
discretion . 

FIG. 9 shows the structure of the linking 
management database. Each linking record in the 

25 linking management database 23 comprises: the 

material ID of a direct -reading material; the name 
of the file that stores the related additional 
material; the guide comments on the additional 
material; and the total space of the three elements 

30 consisting of the direct-reading material, the 
additional material, and the guide comments. 

As can be seen in the linking management 
database 23 shown in FIG. 9, the linking mechanism 
13 can link a plurality of additional materials to 

35 one direct-reading material. 

FIG, 10 illustrates the relationship 
between a direct-reading material and the allocated 
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space of the related additional material. In FIG. 
10, reference numeral 41 indicates the type space of 
the direct -reading material {see FIG. 6). Reference 
numeral 42 indicates the type space of the guide 
5 comments on the additional material. Reference 
numeral 4 3 indicates the type space of the code 
portion of the additional material (see FIG. 7). 
Reference numeral 44 indicates the entire type space 
of the additional material. Reference numeral 45 

10 indicates the total type space of the direct-reading 
material and the additional material (see FIG. 9). 

The direct-reading printing is performed 
in the spaces on the paper corresponding to the type 
spaces 41 and 42, while the code printing (indirect- 

15 reading printing) is performed in the space on the 
paper corresponding to the type space 43. The code 
printed portion is read by a scanner. 

FIGS. IIA to IID illustrate example 
positions of allocated additional materials in 

20 accordance with the present invention. More 
specifically, FIG. IIA shows a case where an 
additional material 52 is allocated immediately 
after the allocation of a direct -reading material 51. 
This allocated position of an additional material 

25 will be hereinafter referred to as "immediate 

allocation position". FIG. IIB shows a case where 
the additional material 52 is allocated in one of 
special spaces that are set in advance for 
additional materials. This allocated position of an 

30 additional material will be hereinafter referred to 
as the "special position". FIG. IIC shows a case 
where the additional material 52 is allocated in a 
non-allocated area designated by the user. This 
allocated position of an additional material will be 

35 hereinafter referred to as the "directly designated 
vacant position". FIG. IID shows a case where the 
additional material 52 is allocated within an 
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allocated area designated by the user. This 
allocated position of an additional material will be 
hereinafter referred to as the "directly designated 
overlapping position" . 
5 In FIG. lie, the additional material 52 is 

allocated in a non-allocated area situated at a 
distance from the related direct -reading material 51. 
In FIG. IID, the additional material 52 is allocated 
in a part of the area in which an advertisement 

10 material has been placed. 

FIG. 12 is a flowchart of an operation of 
the layout design mechanism. Prior to this layout 
design operation (or allocating operation), the 
direct-reading material management database 21a, the 

15 direct-reading material file 21b, the additional 
material management database 22a, and the linking 
management database 23, are stored in the internal 
memory 16. 

In step S41, initial setting is carried 
20 out for the paper space management database 24. The 
contents of the initial setting are stored in the 
internal memory 16, and the operation then moves on 
to the next step. 

In step S42, a paper space record of a 
25 page designated by the user is retrieved from the 
paper space management database 24, and the 
operation then moves on to the next step. 

In step S43, it is determined whether or 
not the entire space of the designated page is 
30 larger than its already used space. If it is 

determined that the entire space of the designated 
page is larger than its already used space, the 
operation moves on to the next step. If it is 
determined that the entire space of the designated 
35 page is not larger than its already used space, the 
operation moves on to step S45. 

In step S44, it is determined whether or 
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not the direct-reading material management database 
21a includes a direct-reading material record having 
the item "page number" as "none" , If the direct- 
reading material management database 21a includes a 
5 direct-reading material record having the item "page 
number" as "none", the operation moves on to step 
S46. If the direct -reading material management 
database 21a does not include such a direct-reading 
material record, the allocating operation comes to 
10 an end. 

In step S45, it is determined whether or 
not the allocating operation should be stopped, i.e., 
whether or not an instruction to stop the allocating 
operation has been issued from the user. If it is 
15 determined that the allocating operation should be 
stopped, the allocating operation comes to an end. 
If it is determined that the allocating operation 
should be not be stopped, the operation returns to 
step S42. 

20 In step S46, the material ID of a direct- 

reading material to be allocated in the present 
operation and the comments on the material are 
displayed as a list on the screen of the display 
material 4. Here, the user can set the range of the 

25 list on the screen (see FIG. 19). The operation 
then moves on to the next step. 

In step S47, it is determined whether or 
not there is an additional material linked to the 
direct-reading material selected by the user, in 

30 accordance with the linking management database 23. 
If there is an additional material linked to the 
direct -reading material selected by the user, the 
operation moves on to the next step. If there is no 
additional material linked to the direct-reading 

35 material selected by the user, the operation moves 
on to step S50. 

In step S48, it is determined whether or 
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not there is enough space left on the designated 
page for the direct -reading material and the 
additional material linked to the direct-reading 
material (see FIG. 14), If there is enough space 
5 left on the designated page, the operation moves on 
to the next step. If there is not enough space left, 
the operation moves on to step S56 . 

In step S49, the linked direct-reading 
material and additional material are allocated on 

10 the designated page (see FIG. 15), The operation 
then moves on to step S52. 

In step S50, it is determined whether or 
not the entire space of the designated page is 
larger than the total of the used space and the type 

15 space of the direct -reading material record. If the 
entire space of the designated page is larger than 
the total of the used space and the type space of 
the direct -reading material record, the operation 
moves on to the next step. If the entire space of 

20 the designated page is not larger than the total of 
the used space and the type space of the direct - 
reading material record, the operation moves on to 
step S56. 

In step S51, the direct-reading material 
25 is allocated on the designated page, and the 
operation moves on to the next step. 

In step S52, it is determined whether or 
not the result of the allocation of the direct- 
reading material is allowable ("OK"). If it is 
30 determined that the result of the allocation of the 
direct-reading material is OK, the operation moves 
on to the next step. If it is determined that the 
result of the allocation of the direct-reading 
material is not allowable, the operation moves on to 
35 step S55. It is the user who decides whether or not 
the result of the allocation of the direct -reading 
material is allowable. 
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In step S53, the type space used In the 
allocating operation is registered in the page space 
management database 24 (see FIG. 16). The operation 
then moves on to the next step. 
5 In step S54, the item "page number" in the 

direct -reading material record is updated with the 
value of the designated page number. The operation 
then moves on to step S56. 

In step S55, the contents of the completed 

10 allocating operation are erased, and the operation 
moves on to the next step. 

In step S56, it is determined whether or 
not the allocating operation should be stopped, i.e., 
whether or not an instruction to stop the allocating 

15 operation has been issued from the user. If it is 
determined that the allocating operation should be 
stopped, the allocating operation comes to an end. 
If it is determined that the allocating operation 
should not be stopped, the allocating operation 

20 moves on to the next step. 

In step S57, it is determined whether or 
not the allocating operation should be continued on 
the same designate page. If an Instruction to 
continue the allocating operation on the same 

25 designated page is issued, the operation returns to 
step S43. If an instruction to perform the 
allocating operation on a different page is issued, 
the operation returns to step S42. 

FIG. 13 shows an example of the initial 

30 setting of the page space management database. Each 
page space record in the page space management 
database comprises: page number (in a newspaper); 
the total space of the page; existence of any 
special space for additional materials; the entire 

35 special space for additional materials; the total of 
used special space for additional materials; the 
total of the used space on the page; and the 
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addxtional material allocated position (see FIGS. 
IIA to IID) . 

If "the entire special space for 
additional materials", the value of the special 
5 areas for the additional materials shown in FIG, IIB 
is registered in the initial setting stage for the 
page space management database 24. This value is 
also registered in "the total of the used space on 
the page" . 

10 The allocation in the special areas for 

additional materials is carried out within "the 
entire special space for additional materials". 
Accordingly, the value of "the total of the used 
space on the page" is not changed by allocation of 

15 additional materials in the special areas for 

additional materials. On the other hand, the value 
of "the total of used special space for additional 
materials" is of course changed by allocation of 
additional materials. 

20 The type space used in the page space 

management database 24 is calculated from data 
including basic character size, the number of 
characters, character pitch, the number of lines, 
line pitch, the number of columns, and column pitch. 

25 The user may specify the length and width of the 
type space. 

FIG. 14 is a table of the criteria used in 
step S48 in the flowchart of FIG, 12. The contents 
of the criteria vary with the allocated position of 

30 an additional material (see FIGS, llA to lid). 

(A) When the allocated position is the 
"immediate allocation position", 

the entire space of the designated page 
should be larger than the sum of the entire used 

35 space and the total type space 45 of the direct- 
reading material and the additional material to be 
allocated in the present operation. 
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(B) When the allocated position is in the 
"special space", 

the entire space of the designated page 
should be larger than the sum of the entire used 
5 space and the type space 41 of the direct -reading 
material to be allocated in the present operation, 
and 

the entire special space for additional 
materials should be larger than the sum of the 

10 entire used special space for additional materials 
and the type space of the additional material to be 
allocated in the present operation (i.e., the total 
type space 45 of the linking management database - 
the type space 41 of the direct -reading material). 

15 (C) When the allocated position is the 

"directly designated vacant position", 

the entire space of the designated page 
should be larger than the sum of the entire used 
space and the total type space 45 of the direct- 

20 reading material and the additional material to be 
allocated in the present operation. 

This criterion is the same as in the case 

(A). 

(D) When the allocated position is the 
25 "directly designated overlapping position", 

the entire space of the designated page 
should be larger than the sum of the entire used 
space and the type space 41 of the direct -reading 
material to be allocated in the present operation. 
30 FIG. 15 is a flowchart of step S49 in the 

flowchart of FIG. 12, the detailed contents of which 
are as follows. 

In step S491, the direct -reading material 
selected by the user is allocated in a non-allocated 
35 area (except the special space for additional 

materials) on the designated page. The operation 
then moves on to the next step. 
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In step S492, it is determined whether or 
not the "additional material allocated position" in 
the record of the designated page in the page space 
management database 24 is the "immediate allocation 
5 position". If the "additional material allocated 
position" is the "immediate allocation position", 
the operation moves on to the next step. If the 
"additional material allocated position" is not the 
"immediate allocation position", the operation moves 

10 on to step S494. 

In step S493, the additional material 
detected in step S47 is allocated in a position that 
continues from the direct-reading material allocated 
position. The operation then moves on to step S50 

15 in the flowchart of FIG. 12. 

In step S494, it is determined whether or 
not the "additional material allocated position" in 
the designated page record indicates the "special 
space". If the "additional material allocated 

20 position" indicates the "special space", the 
operation moves onto the next step. If the 
"additional material allocated position" does not 
indicate the "special space", the operation moves on 
to step S496. 

25 In step S495, the additional material 

detected in step S47 is allocated in the special 
area for additional materials, and the operation 
then moves on to step S50 in the flowchart of FIG> 
12. 

30 In step S496, it is determined whether or 

not the "additional material allocated position" in 
the designated page record is the "directly 
designated vacant position". If the "additional 
material allocated position" is the "directly 

35 designated vacant position" , the operation moves on 
to the next step. If the "additional material 
allocated position" is not the "directly designated 
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positlon "vacant space)", the operation moves on to 
step S498. 

In step S497, non- allocated areas {except 
the special areas for additional materials) are 
5 displayed on the display device 4, and the 
additional material detected in step S47 is 
allocated in a position among the non-allocated 
areas designated by the user. The operation then 
moves on to step S50 in the flowchart of FIG. 12. 

10 In step S498, allocated advertisement 

areas are displayed on the display device 4, and the 
additional material detected in step S47 is 
allocated in a position among the allocated 
advertisement areas designated by the user. The 

15 operation then moves on to step S50 in the flowchart 
of FIG. 12. 

Prior to the above allocating operation, 
the layout design mechanism 14 obtains layout 
information . 

20 If it is determined in step S496 that the 

additional material allocated position is neither 
the "directly designated vacant position" nor the 
"directly designated overlapping position", the user 
is informed of that result and issues a further 

25 instruction. 

If the allocated area of the additional 
material is larger than the allocated advertisement 
area, the user is notified of the fact and Issues a 
further instruction. By doing so, the text can be 

30 prevented from being eliminated by the additional 
material . 

FIG. 16 shows the detailed contents of 
step S53 in the flowchart of FIG. 12. 

In step S531, it is determined whether or 
35 not the "additional material allocated position" in 
the record of the designated page in the page space 
management database 24 is the "directly designated 
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overlapping position". If it is determined that the 
"additional material allocated position" in the 
record of the designated page is the "directly 
designated overlapping position", the operation 
5 moves on to the next step. If it is determined that 
the "additional material allocated position" is not 
the "directly designated overlapping position", the 
operation moves on to step S533. 

In step S532, the item "the entire used 

10 space" in the record of the designated page is 
updated by the data of the type space 41 of the 
direct -reading material allocated in the present 
operation. The operation then moves on to step S54 
in the flowchart of FIG. 12. 

15 In step S533, it is determined whether or 

not the "additional material allocated position" in 
the record of the designated page indicates the 
"special space". If it is determined that the 
"additional material allocated position" indicates 

20 the "special space", the operation moves on to the 

next step. If it is determined that the "additional 
material allocated position" does not indicate the 
"special space", the operation moves on to step S535. 

In step S534, the "entire used space " in 

2 5 the record of the designated page is updated by the 
data of the "type space 41" of the direct -reading 
material allocated in the present operation, and the 
"entire used special space for additional materials" 
in the record of the designated page is updated by 

30 the data of the "entire type space 44 (see FIG. 10)" 
of the additional material allocated in the present 
operation. The operation then moves on to step S54 
in the flowchart of FIG. 12. 

In step S535, the "entire used space" in 

35 the record of the designated page is updated by the 
data of the "total type space 45" of the linking 
record related to the record of the direct-reading 
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material allocated in the present operation. The 
operation then moves on to step S54 in the flowchart 
of FIG. 12. 

The entire type space 44 of the additional 
5 material in step S534 is calculated by subtracting 
the "type space 41" of the direct -reading material 
from the "total type space 45" of the linking record. 

In step S53, a direct -reading material 
moved from step S47 through step S50 is processed 
10 only in step S532 in FIG. 16. 

If the "additional material allocated 
position" is neither the "immediate allocation 
position" nor the "directly designated vacant 
position", the user is notified of the fact through 
15 the display, and issues a further instruction. 

FIG. 17 is a flowchart of an operation of 
the information creating mechanism that includes an 
information creating program for non-allocated 
materials (see FIG. 4). Prior to this information 
20 creating operation, the direct-reading management 
database 21a and the direct -reading file 21b are 
stored in the internal memory 16. 

In step S61, it is determined whether or 
not the direct-reading material management database 
25 21a includes one or more direct-reading material 

records having the item "page number" as "none". If 
it is determined that the direct -reading material 
management database 21a includes one or more direct- 
reading material record having the item "page 
30 number" as "none", the operation moves on to the 
next step. If the direct-reading material 
management database 21a includes no direct -reading 
material record having the item "page number" as 
"none", this information creating operation for non- 
35 allocated materials comes to an end. 

In step S62, the material ID and the 
comments on a direct-reading material to be 
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processed in this information creating operation are 
displayed as a list on the display device 4 (see FIG. 
21). The operation then moves on to the next step. 
Only direct-reading material records having the item 
5 "page number" as "none" are processed in this 

information creating operation. A user can selects 
one of such direct -reading material records 
displayed on the initial display shown in FIG. 21. 

In step S63, the material detailed data of 

10 the direct -reading material selected by the user is 
retrieved from the displayed list and registered in 
the service center 6. The operation then moves on 
to the next step. 

In step S64, the storage address in the 

15 service center 6 is coded and stored in a storage 

address code file (non-allocated material file) 25c. 
The file name of the storage address code file 25c 
is stored in the work area 17 . The information 
creating mechanism 15 automatically sets the file 

20 name of the storage address code file 25c including 
the material ID, for instance. 

In step S65, points of the direct-reading 
material inputted by the user are stored in a 
material point file (non-allocated material file) 

25 25b, and the file name of the material point file 

25b is stored in the work area 17. The information 
creating mechanism 15 automatically sets the file 
name of the material point file 25b including the 
material ID, for instance. 

30 In step S66, the type space for placing 

the storage address code and the points of the 
material in the newspaper is calculated. The 
operation then moves on to the next step. The type 
space of the storage address code and the points of 

35 the material are calculated in the same manner as 
descried before. 

In step S67, the data of the file name and 
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the type space are correlated with the material ID 
of the direct -reading material, and are stored in a 
non-allocated material management database 25a (see 
FIG. 18). The operation then moves on to the next 
5 step. 

In step S68, the direct -reading material 
in the list is highlighted on the display, and an 
information creating operation completed flag is set 
at "1" in the direct -material record in the direct - 

10 material management database 21a. The operation 
then moves on to the next step. 

In step S69, it is determined whether or 
not the information creating operation should be 
continued, i.e., whether or not an instruction to 

15 stop the information creating operation has been 

issued from the user. If it is determined that the 
information creating operation should be continued, 
the operation moves on to the next step. If it is 
determined that the information creating operation 

20 should not be continued, the operation moves on to 
step S71. 

In step S70, it is determined whether or 
not the list on the display should be changed, i.e. , 
whether or not an instruction to change the list has 

25 been issued from the user. If it is determined that 
the list should be changed, the operation returns to 
step S62. If it is that the list should not be 
changed, the operation returns to step S63. 

In step S71. the same allocating process 

30 as the process of step S5G and the following steps 
in FIG. 12 is performed on the non-allocated 
material management database 2 5a by the layout 
design mechanism 14. In this allocating process, 
the "direct-reading material" in FIG. 12 should be 

35 replaced by the "non-allocated material" . The 

information creating operation for non-allocated 
materials then comes to an end. 
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FIG. 18 shows the non-allocated material 
management database. Each non-allocated material 
record in the non-allocated material management 
database 25a comprises: the material ID of a direct - 
5 reading material; the file name of the material 

point file 25b; the file name of the storage address 
code file 25c ; and the type space of the points of 
the material and the storage address code. 

FIG. 19 shows the initial state of a 
10 material selecting display. This display is used in 
step S46 and step S47 in the flowchart of FIG. 12. 
A user can designate a type of a material (all, 
picture, text, or advertisement), an inplementor, an 
undated date, a type space, and a material ID. In 
15 accordance with the designated contents, the display 
device 4 displays a list of direct -reading materials 
that satisfy the designated conditions. 

FIG. 20 shows an inputted state of a 
material point selecting display. This material 
20 point selecting display comprises a point display 
portion and a point input display portion, and is 
used in the material point inputting process in step 
S65 in the flowchart of FIG. 17. 

FIG. 21 shows the initial state of a non- 
25 allocated material selecting display. This display 
is used in step S62 for displaying a list of the 
material ID and comments on a direct -reading 
material to be processed in the information creating 
operation for non-allocated materials. The range of 
30 the display can be controlled by specifying the 

material selecting conditions in the same manner as 
in the initial state of the material selecting 
display of FIG. 19. 

FIG. 22 is a schematic view of a computer 
35 system that reads a program from a computer-readable 
recording medium and executes the program. In FIG. 
22, reference numeral 9 indicates the computer 
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system. Reference numeral 91 indicates a main 
device that houses the CPU, a disk drive, and the 
likes. Reference numeral 92 indicates a display- 
unit that displays an image in compliance with an 
5 instruction from the main device 91. Reference 

numeral 93 indicates the screen of the display unit 
92. Reference numeral 94 indicates a keyboard for 
inputting various kinds of information into the 
computer system 9. Reference numeral 95 indicates a 

10 mouse for designating a desired position on the 
screen 93. Reference numeral 9 6 indicates an 
external database (a memory such as a DASD) . 
Reference numeral 97 indicates a modem for accessing 
the external database 96. Reference numeral 98 

15 indicates a mobile recording medium such as a CD-ROM 
or floppy disk. 

The recording medium that stores programs 
may be the external database 96 on the program 
provider side, the mobile recording medium 98, or a 

20 RAM or hard disk in the main device 91. Any of the 
programs can be loaded in the main device 91 and 
executed in the main memory. 

The present invention is not limited to 
the specifically disclosed embodiments, but 

25 variations and modifications may be made without 

departing from the scope of the present invention. 

The present application is based on 
Japanese priority application No, 11- , filed on 
June 3, 1999, the entire contents of which are 

30 hereby incorporated by reference. 
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WHAT IS CLAIMED IS: 



1. A method of producing printed matter 
containing a direct -reading material and an 
additional material related to the direct-reading 
material by an information processing apparatus, the 
10 direct -reading material including text and pictures, 
the additional material including text, sound, and 
images related to the direct -reading material, 

said method comprising the steps of: 

converting primary data of the additional 
15 material into secondary data in the form of codes 
for high-density display; 

performing an allocating operation for the 
direct-reading material and the additional material 
in accordance with a type space corresponding to the 
20 secondary data. 



25 2. The method as claimed in claim 1, 

wherein the allocating operation performing step 
includes the step of linking the direct-reading 
material designated by a user and the related 
additional material. 

30 



3 . A method of producing printed matter 
35 containing various materials by an information 
processing apparatus, 

said method comprising the steps of: 
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converting points of a non-allocated 
material designated by a user into directly readable 
printing data; 

converting positional information of an 
5 area in which the non-allocated material is 

separately stored into printing data that can be 
read by a reading device; and 

allocating the points of the non-allocated 
material and the positional information. 



4. An apparatus that produces printed 
15 matter on which a direct -reading material including 
text and pictures, and a related additional material 
including text, sound, and images, are printed, 
said apparatus comprising: 
an encoding mechanism that converts 
20 primary data of the additional material into 

secondary data in the form of codes for high-density 
display; and 

a layout design mechanism that carries out 
an allocating operation for the direct -reading 
25 material and an allocating operation for the 

additional material in accordance with a type space 
corresponding to the secondary data. 



30 

5. The apparatus as claimed in claim 4, 
further comprising a linking mechanism that links 
the direct-reading material designated by a user and 
35 the related additional material. 
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6. An apparatus that produces printed 
matter containing various types of Information, 
comprising : 

an information creating mechanism that 
5 converts points of a non-allocated material 

designated by a user into directly readable printing 
data, and also converts positional information of an 
area in which the non-allocated material is 
separated stored into printing data that can be read 
10 by a reading device; and 

a layout design mechanism that carries out 
an allocating operation for the points of the non- 
allocated material and the positional information. 



7 . An apparatus that produces printed 
matter containing various types of information, 
2 0 comprising: 

an information creating mechanism that 
converts points of a non-allocated material 
designated by a user into directly readable printing 
data, and also converts positional information of an 
25 area in which the non-allocated material is 

separated stored into printing data that can be read 
by a reading device; and 

a layout design mechanism that carries out 
an allocating operation for the points of the non- 
30 allocated material and the positional information. 



35 



8. A computer-readable recording medium 
that stores a program for producing printed matter 
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containing various types of materials, 

said program provides a computer with the 

functions of: 

converting points of a non-allocated 
5 material designated by a user into directly readable 

printing data, and positional information of an area 

in which the non-allocated material is separately 

stored into printing data that can be read by a 

reading device, and 
10 carrying out an allocating operation for 

the point of the non-allocated material and the 

positional information. 



-36- 



ABSTRACT OF THE DISCLOSURE 

The present invention aims to provide a 
method of producing printed matter containing 
various types of materials which are easy to 
5 understand and make a great impression on readers. 
In accordance with this method of the present 
invention, a direct -reading material and a related 
material including text, sound, and images are 
printed on a page in a newspaper. The additional 

10 material are printed in the form of codes for high- 
density display, and can be read by a pen-type 
scanner. The read additional material is restored 
by decoding software. A material which is not 
allocated in the newspaper is stored in an 

15 information center, and the storage address is 

placed in the form of a code on the newspaper. The 
points of the contents of the non-allocated material 
are also placed in the newspaper. If a reader wish 
to know the details of the non-allocated material, 

20 he or she should scan the storage address with the 
pen- type scanner. 
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FIG. 2 



REPORT PAGE 




IMAGES PHOTOS 
TEXT 

SOUND 



DECODING SOFTWARE 



7a 



7b 



7b --4 



7b— [ 



7a 



ADVERTISEMENT [ 



SORRY 

TO OBTAIN DETAILED 
"INFORMATION, PLEASE USE A 
PEN SCANNER 
AVAIUBLEATANY 
NEWS DEALER, OOOYEN) 

CD NEW ARRIVAL 



FUJITSU 00 



FMV NEW SERIES 




SCAN HEREWITH 
YOUR PEN SCANNER 



K-7b 



8 PEN-TYPE SCANNER 



CODE PRINTING 

(ADDITIONAL MATERIAL:SEE FIG.3) 



FIG. 4 



7 



LINK PAGE TO NON-PRINTED ARTICLES 
HERE, YOU CAN HAVE ACCESS TO 
VARIOUS ARTICLES THAT ARE NOT IN 
THIS PAPER, IN COOPERATION WITH 
OUR SERVICE CENTER. 

7c 

L 

FOLLOW-UP OF THE — 
INCIDENT IN — CITY 
(PLEASE SCAN THE 
CODE ON THE LEFT) 



7c 



TODAY'S SCHEDULE OF 
MAYOR — 
(PLEASE SCAN THE 
CODE ON THE LEFT) 



7c 



LOCAL NEWS OF — CITY 
(PLEASE SCAN THE 
CODE ON THE LEFT) 



FIG. 5 

START~^ 



(S11) 



PRODUCING DIRECT-READING MATERIALS, SUCH AS 
ARTICLES, PHOTOGRAPHS, OR ADVERTISEMENTS. 



REGISTERING THE DIRECT-READING MATERIAL 
INFORMATION IN THE DIRECT-READING MATERIAL 
MANAGEMENT DATABASE 21a (SEE FIG. 6) 



(S12) 



NO 



^ . (S13) 

_y HAVE ALL THE DIRECT-READING MATERIALS \ 
X TO BE ALLOCATED BEEN PRODUCED ? ^ 



YES (S14) 



PRODUCING ADDITIONAL MATERIALS RELATED TO THE 
DIRECT-READING MATERIALS 



(S15) 



REGISTERING THE ADDITIONAL MATERIAL INFORMATION 
AND PRINTING CODE DATA OBTAINED FROM THE ADDITIONAL 
MATERIALS IN THE ADDITIONAL MATERIAL MANAGEMENT 
DATABASE 22a (SEE FIG. 7) 
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REGISTERING LINK INFORMATION OF THE DIRECT-READING 
MATERIALS AND THE ADDITIONAL MATERIALS IN THE LINK 
MANAGEMENT DATABASE 23 (SEE FIG 9) 
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AN ADDITIONAL MATERIAL DESIGNATED BY A USER IN THE PAPER 
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MATERIAL 
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RELATIONSHIP WITH THE DIRECT- 
. READING MATERIAL 
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" HIGH-DENSITY CODE PRINTING 

^ SPACE TO BE READ BY A SCANNER 
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41:TYPE SPACE OF THE DIRECT- 
READING MATERIAL (SEE FIG. 6) 

42:TYPE SPACE OF THE GUIDE COMMENTS 
ON THE ADDITIONAL MATERIAL 

43:TYPE SPACE OF THE CODE PORTION OF 

THE ADDITIONAL MATERIAL (SEE FIG. 7) 

44:THE ENTIRE TYPE SPACE OF THE ADDITIONAL 
MATERIAL 

45:THE TOTAL TYPE SPACE OF THE DIRECT-READING 
MATERIAL AND THE ADDITIONAL MATERIAL 

(SEE FIG. 9) 
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(S41) 



INITIALIZING THE PAGE SPACE MANAGEMENT DATABASE 24 (SEE FIG. 13)] 
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RETRIEVING THE PAGE SPACE RECORD OF A PAGE DESIGNATED BY A USERI 
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OPERATION BE ENDED ? 
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MATERIAL RECORD HAVING THE ITEM 
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READING MATERIAL AND THE 
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<IS THE RESULT OF THE ALLOCATING OPERATION ALLOWABLE ? 



NO 



(S53) 



I YES 



(S54) 



REGISTERING THE TYPE SPACE USED 
IN THE ALLOCATING OPERATION IN THE 
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OF THE COMPLETED 
ALLOCATING OPERATION 



UPDATING THE ITEM "PAGE NUMBER" IN THE DIRECT-READING 
MATERIAL RECORD WITH THE VALUE OF THE DESIGNATED 
PAGE NUMBER 



^^^^^^SHOULD THE UYOUT DESIGN OPERATION BE ENDED ?^^^^^^ 
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(A) WHEN THE ALLOCATED POSITION OF AN ADDITIONAL 

MATERIAL IS THE "IMMEDIATE ALLOCATION POSITION", OR 
(C) WHEN THE ALLOCATED POSITION IS THE "DIRECTLY 
DESIGNATED VACANT POSITION", 
THE ENTIRE SPACE OF THE DESIGNATED PAGE > 
(THE ENTIRE USED SPACE + THE TOTAL TYPE SPACE 45 OF THE 
DIRECT-READING MATERIAL AND THE ADDITIONAL MATERIAL TO 
BE ALLOCATED) 



(B) WHEN THE ALLOCATED POSITION IS IN THE "SPECIAL SPACE", 

(a) THE ENTIRE SPACE OF THE DESIGNATED PAGE > 

(THE ENTIRE USED SPACE + THE TYPE SPACE 41 OF THE 
DIRECT-READING MATERIAL TO BE ALLOCATED), AND 

(b) THE ENTIRE SPECIAL SPACE FOR ADDITIONAL MATERIALS > 
[THE ENTIRE USED SPECIAL SPACE FOR ADDITIONAL 
MATERIALS + THE TYPE SPACE OF THE ADDITIONAL MATERIAL 
TO BE ALLOCATED (= THE TOTAL TYPE SPACE 45 OF THE 
LINKING MANAGEMENT DATABASE - THE TYPE SPACE 41 OF 
THE DIRECT-READING MATERIAL TO BE ALLOCATED)] 



(D) WHEN THE ALLOCATED POSITION IS THE "DIRECTLY DESIGNATED 
OVERLAPPING POSITION", 
THE ENTIRE SPACE OF THE DESIGNATED PAGE > 
(THE ENTIRE USED SPACE + THE TYPE SPACE 41 OF THE DIRECT- 
READING MATERIAL TO BE ALLOCATED) 
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NO 



DOES THE DiRECT-READING MATERIAL MANAGEMENT 
DATABASE 21a INCLUDE A DIRECT-READING MATERIAL 
RECORD HAVING THE ITEM "PAGE NUMBER" AS "NONE" Z 



YES 



DISPLAYING A LIST OF THE MATERIAL IDs AND COMMENTS 
ON DIRECT-READING MATERIALS TO BE PROCESSED 
(SEE FIG.21) 



(S62) 
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RETRIEVING THE MATERIAL DETAILED DATA OF A DIRECT- 
READING MATERIAL SELECTED BY A USER, AND REGISTERING 
THE RETRIEVED DATA IN THE SERVICE CENTER 6 
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ENCODING THE STORAGE ADDRESS, STORING THE 
STORAGE ADDRESS IN THE NON-ALLOCATED MATERIAL 
FILE 25c, AND STORING THE FILE NAME IN THE WORK AREA 17 
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STORING THE POINTS OF A MATERIAL INPUTTED BY THE 
USER IN THE NON-ALLOCATED MATERIAL FILE 25b, AND 
STORING THE FILE NAME IN THE WORK AREA 17 
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CALCULATING THE TYPE SPACE FOR ALLOCATING THE 
STORAGE ADDRESS CODE AND THE POINTS OF THE 
MATERIAL IN THE PAPER 
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CORRELATING THE DATA OF THE FILE NAME AND THE 
TYPE SPACE WITH THE MATERIAL ID OF THE DIRECT- 
READING MATERIAL, AND STORING THEM IN THE NON- 
ALLOCATED MATERIAL MANAGEMENT DATABASE 25a 
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HIGHLIGHTING THE DIRECT-READING MATERIAL IN THE 
LIST, AND SETTING THE INFORMATION FLAG AT "1" IN THE 
DiRECT-READING MATERIAL RECORD IN THE DIRECT- 
MATERIAL MANAGEMENT DATABASE 21a 
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CARRYING OUT THE SAME ALLOCATING PROCESS AS THE 
PROCESS OF STEP S50 AND THE FOLLOWING STEPS FOR 
THE NON-ALLOCATED MATERIAL MANAGEMENT DATABASE 
25a BY THE LAYOUT DESIGN MECHANISM 14 
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